Kelant Orbeat D200 impresora 3d Printer UV LCD Assembled photon 3D printers UV resin Light-Cure 3.5'' Desktop 405nm impressora Office Electronics 
[image: 3D_13]
[image: 3D_14]
[image: 3D_15]
[image: 6_02][image: 6_03][image: 6_04][image: 6_05][image: 1_09]
[image: 3D_06]
[image: D200-1][image: D200]
 
[image: 6_07][image: 6_09]
[image: 3D_17]
[image: 1_10] [image: 1_11] [image: 1_12] [image: 1_13]
1. [image: 3D_17]

image6.jpeg
Pure taste activated carbon

Take care of your every breath,

peace of mind, indoor printing
is not guilty
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Eliminates wavy 1
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Vertical surface light
source printing with
28 lamp beads

Improve print accuracy and print more evenly
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Off-Line Printing

Color touch screen offers best experience for end users Pre-view is supported by KELANT system
The printing process is displayed real-time
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Why choose a
Kelant 3D printer
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PRINTER PACKAGE SHOW

KELANT Orbeat D200 3D printer
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Scope of application

Meet your requirements

Dentistry Model building
Hand Jewelry
Various models
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Model display
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PRINTER PARAMETERS

KELANT Orbeat D200 3D printer

Specification:
Operating System : KELANT System
Slicer : KELANT Slicer & auto support
Screen : Color 3.5-inch touch screen
Connection : USB disk

Printing:
Technique : LCD Shadow Masking
XY Rsolution : 50um
Z Axis Resolution : 12.5um
Layer Thickness : 35 ~ 100um
Printing Speed : 3-10 second/layer
Light-source : UV LED (wavelength 405nm)
Rated Power : 60W

Physical Parameter:
Printer Size : 225mm*225mm*415mm

Printing Volume : 115mm *65mm *155mm
N.W : ~6.8kg
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Print more efficiently
Let you experience a quick slice

up to 5 times faster than other programs

‘ Only 3 minutes or less can be sliced
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Industrial

long life

temperature resistance,





